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ABSTRACT
Thermal modification is a treatment that seeks to improve the properties of wood and reduce the heteroge-
neity in its color. The objective of this work was to evaluate the effect of thermal treatment on the anatomical, 
chemical, physical, mechanical, colorimetric, and thermal stability properties of teakwood. For this, teakwood 
samples were treated by an industrial autoclave at final cycle temperature of 160 ºC. The reduction of cell wall 
thickness, the formation of cross-fissures and the crystallization of the wax inside the pores were observed in 
the anatomical structure. Chemically, the extractives evaporated and the polysaccharides ruptured, of which 
hemicellulose was the most affected. The heat treatment promoted lower equilibrium moisture, reducing the 
hygroscopicity and improving the dimensional stability of the wood. Considering the mechanical properties, 
the rupture modulus and the longitudinal and tangential hardness decreased after the heat treatment. The color 
of the wood changed significantly, from pink to dark brown. The treated wood had higher thermal stability, 
with greater weight loss at higher temperatures than the untreated wood.
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Tectona grandis, commonly known as teak, grows naturally in Southeast Asia and is one of the most 
valuable tropical species in the international market (Niamké et al. 2011, Nocetti et al. 2011, Niamké et al. 
2014, Pratiwi et al. 2019). Besides its natural occurrence, teak is planted in many tropical regions of the 
Americas and Africa (Kokutse et al. 2004). In Brazil, there are approximately 93,957 hectares planted of teak 
(IBÁ 2019), and mostly are concentrated mostly in Midwest, especially in the state of Mato Grosso (FAMATO 
2013).
Teakwood is appreciated for its moderate basic density, high mechanical strength, texture, aesthetics, 
color, workability, dimensional stability, and natural durability (Kokutse et al. 2006, Derkyi et al. 2009). It 
can be used for many purposes, both internal and external, including home building, shipbuilding, furniture 
manufacture, poles, and sculptures (Niamké et al. 2011, Niamké et al. 2014).  
Teakwood is porous with distinct growth rings marked by lines of marginal parenchyma, and its sapwood 
has a yellowish color and brown heartwood. The quality of teak wood is mainly linked to the heartwood region 
(Lemos et al. 2019), since high natural durability and high dimensional stability, characteristics due to the 
presence of some substances, such as caucho, a species of latex responsible for the reduction water absorption, 
and tectoquinone, a natural preservative contained in the cells of the wood (Kokutse et al. 2006).
In the T. grandis species, the sapwood presents inferior wood quality than heartwood (Lemos et al. 2019), 
the heterogeneous and yellowish color pattern in the sapwood reduces its acceptance in the market (Mononen 
et al. 2002). As a solution, it is common to apply heat treatment in teakwood to reduce the differences observed 
in coloring (Bonfatti Júnior and Lengowski 2018).
The modification of wood consists of processes to improve its properties, producing a new material. In 
this context, thermal modification stands out: since it does not use any chemicals, it does not present a greater 
environmental liability than wood without thermal modification (Hill 2006).
The thermal modification of wood is conducted using controlled heating at relatively high temperatures of 
150 ºC to 260 °C (Grinins et al. 2016).This treatment is used to improve dimensional stability, reduce hygro-
scopicity, and modify and standardize staining. However, as adverse result in wood, the mechanical properties 
decrease (Esteves and Pereira 2009), flammability increases (Čekovská et al. 2017), mass is lost (Esteves 
and Pereira 2009) and chemical components are modified and broken (Weiland and Guyonnet 2003, Shi et 
al.2018).
To understand the effects of thermal modification technique beyond color changes, this article compares 
the anatomical, chemical, physical, mechanical, colorimetric, and thermal stability properties of thermally 
treated teakwood with the characteristics of the untreated teakwood.
MATERIAL AND METHODS
Wood
Boards of teakwood (Tectona grandis L. f.), untreated and thermally treated, were donated by TW Brazil 
company, the wood came from 25-years-old commercial plantations in Mato Grosso state, but the heat treat-
ment station is in Ponta Grossa, Paraná state, Brazil. The thermal modification was performed by the VAP 
HolzSysteme® process, applying heat of 160 °C in a saturated steam atmosphere with efficient elimination 
of oxygen. The treatment was performed in five stages: an initial heating ramp with duration up to constant 
temperature (110 °C), 25 minutes at this temperature; a second ramp with duration until the final temperature 
(160 °C); 45 minutes at maximum temperature; and natural cooling. The total duration of the process was 
about 16 hours, carried out in two 8-hours heating-cooling cycles, with mass loss not exceeding 12%. Five 
boards per treatment were analyzed.
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Anatomical and surface analysis
For the general description of the anatomical characteristics, samples with dimensions of 1,5cm x 1,5 cm x 
2,0 cm were collected from the boards. These samples were submitted to boiling for softening and then histo-
logical sections in the transverse, tangential and radial directions were cut in a sliding microtome, with a thick-
ness of 28 μm. The anatomical description of the wood, following the standards established by International 
Association of Wood Anatomists (Wheeler et al.1989), was carried out with an Olympus CX 40 microscope 
(Tokyo, Japan, Olympus Corporation).
Scanning electron microscopy (SEM) was used for surface description of the untreated and thermally 
modified samples, with a PHILIPS XL-30 microscope after the samples were covered with a thin layer of gold 
in a vacuum chamber.
Chemical constituents
The wood sampling and preparation for chemical analysis were carried out in accordance with the Techni-
cal Association of the Pulp and Paper Industry T 257 sp-14 standard (TAPPI 2014) in three samples per treat-
ment. At this point we determined total extractive content following T 204 cm-17standard (TAPPI 2017) and 
insoluble lignin content following T 222 om-15 standard (TAPPI 2015). Holocellulose content was calculated 
by Equation 1.
                                                                                                                                      (1)
Physical and mechanical properties
The wood’s basic density was determined in accordance with ASTMD-2395-17 (2017). To analyze the 
effect of the thermal modification on the dimensional stability, the radial, tangential and volumetric shrinkage 
were tested following ASTM D-143-14  (2014), and the anisotropy of shrinkage was calculated by the ratio of 
tangential shrinkage divided by radial shrinkage.
The wood samples were air-conditioned in a climatic chamber with 12% relative air humidity. After this, 
the moisture was determined following ASTM D-143-14 (2014) and the result was used as a measure of hy-
groscopicity of untreated and thermally modified wood.
Finally, to analyze the effect on the mechanical properties, static bending and hardness (longitudinal, radial 
and tangential) were tested following ASTM D-143-14(2014).
Color measurements
Wood color was measured with a Konica Minolta CM-5 spectrophotometer coupled to a computer, with 
adjustment to a D65 light source and 10º observation angle. The reflectance data were obtained with a spectral 
range from 400 nm to 750 nm. Ten spectra were collected per board, directly on the radial/tangential surface. A 
total of 200 spectra were obtained, 50 for each treatment, and analysis was performed of all spectra.
The following color parameters were measured and calculated, following the ASTM D-2244-16 (2016): 
lightness (L*), green-red coordinate (a*), blue-yellow coordinate (b*), color saturation (C*), hue angle (h) and 
the color difference between the two kinds of produced pulps (ΔE).
Thermal analysis
The thermogravimetric characterization (TGA) was performed with a Netzsch TGA 209 under N2 
atmosphere with a heating rate of 20 °C·min-1 to maximum temperature of 900 °C.
 100   Holocellulose content total extractive content insoluble lignin content= − −
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Analysis of variance (ANOVA) was applied to identify differences between natural and thermally mod-
ified wood. The significance level (α) was 5%, considering the null hypothesis (H0) of equivalence between 
the means and alternative hypothesis (H1) of non-equivalence. F-critical greater than the F value involves 
accepting H0, rejecting it otherwise. To validate the ANOVA model, Shapiro-Wilk and the Bartlett´s tests were 
used to verify the normality of the distribution and the homogeneity between variances, respectively, both at 
5% significance.
RESULTS AND DISCUSSION
Anatomical and surface analysis
Teakwood presented distinct growth rings. The rings were porous, with numerous large pores in the ini-
tial zone of the growth layers, with simple perforation plates and alternate intervessel pits. Tyloses, gums and 
other deposits were present in heartwood vessels. Fibers had simple, septate and non-septate scoring. The axial 
parenchyma was composed of marginal or seemingly marginal vasicentric bands. All cells of the rays were 
procumbent, with presence of silica (Figure 1).
Figure 1: Microscopic photos of the anatomical aspects of teakwood. (a) = Transversal section; (b) = Radial 
section; (c) = Tangential section.
The anatomical structure of the wood did not change significantly (Figure 2). There was a decrease 
in the thickness of the walls and the formation of cracks in the cross section (Figure 2b). In the radial section, 
the presence of the substances inside the crystallized pores can be observed in the treated wood (Figure 2d).
There was formation of many cracks due to the rupture of the wall and breaking of links between 
fibrils. These cracks result from the high vapor pressure generated by resistance to water movement when the 
wood is subjected to heating, since this species has pores obstructed by gums and tyloses. Cell walls ruptured 
perpendicular to the direction of the fiber, resulting in transverse ruptures and contributing to the abrupt frac-
ture in bending tests of treated wood (Boonstra et al.2006a).
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Figure 2: Scanning electron microscopy images of the morphological aspects before and after treat-
ment of teakwood. (a) = Transverse section of the wood without heat treatment; (b) = Transverse section of 
wood with heat treatment; (c) = Radial section of the wood without heat treatment; (d) = Radial section of 
wood with heat treatment; (e) = Tangential section of the wood without heat treatment; (f) = Tangential sec-
tion of wood with heat treatment.
Anatomically, the modifications depend on the conditions of the process used and the peculiarities of 
the species (Esteves and Pereira 2009, Boonstra et al.2006a, Shiet al.2018). When heat treating Picea abies 
between 180 ºC to 200 °C, Fengel (1966) found cracks in the middle lamella and layer S1, and visible chang-
es in the walls, as well as dissolved substances deposited in the cell cavities. In turn, Boonstra et al.(2006b), 
studying the thermal treatment of hardwoods, concluded that Populus sp. was sensitive to vessel collapse and 
to some deformations in the libriform fibers near the vessels, Betula sp. Wood presented some radial cracks, 
and Fagus sp. wood presented the two types of mentioned damage.
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The thermal treatment altered the chemical composition of the wood significantly, degrading extractive 
and cell wall compounds. The total extractives content and insoluble lignin content were greater in the treated 
teakwood, but the thermal treatment caused a drop in holocellulose content (Table 1).
Table 1: Chemical constituents of wood samples.
UTM = untreated teakwood; TTU = treated teakwood; ns = no significant difference by the F-test at 5 % confidence;  
* significant difference by the F-test at 5 % confidence. Values between parentheses are the coefficients of variation of the samples.
When analyzing the chemical constituents of the teakwood Chagas et al. (2014) and Pratiwi et al. (2019) 
found lower extractives content (4,76% and 7,41 %), higher insoluble lignin content (30,43% and 32,57 %) 
and holocellulose content (64,01% and 67,42 %) to the values of the untreated teakwood in the present study.
After the heat treatment at 220 °C for 20 h Pratiwi et al. (2019) found a mean holocellulose reduction of 
15,18% and total extractives of 21,32%, while an increase in lignin content of 31,3% occurred. While in this 
work an increase in total extractive content (48,59%) and lignin (26,44%) and a reduction in holocellulose 
content of 19,84% were found. Chemical changes due to heating depend on the duration, temperature and type 
of the treatment, with temperature being the main factor (Esteves and Pereira 2009). Lengowski et al. (2018), 
studying the wood of Pinus taeda and Eucalyptus grandis, observed an increase in extractives content and 
reduction of holocellulose content for both species, but only for E. grandis was there a significant increase in 
lignin content.
The most extractives disappear or degrade during the heat treatment, especially the more volatile ones. 
However, due to degradation of the structural components of the cell walls, new compounds that can be ex-
tracted from the wood are created, causing the extractives content to increase substantially with the loss of 
weight (Esteves et al. 2008, Esteves and Pereira 2009).
Hemicellulose is the most affected fraction due to its amorphous structure and low molecular weight 
(Poncsák et al. 2006, Hamada et al. 2017, Shiet al. 2018), thus responsible for the drop in holocellulose 
content. Degradation of the hemicelluloses begins by deacetylation, and the resulting formation of acetic acid 
acts as a catalyst for depolymerization, further increasing the polymer breakdown, leading to the formation of 
formaldehyde, furfural and other aldehydes (Nuopponen et al. 2005). The degradation of pentoses and hexoses 
formed the furfural and hydroxymethylfurfural products (Nuopponen et al. 2005). At the same time as these 
reactions occur, the hemicelluloses undergo dehydration reactions, with decrease of the hydroxyl groups (Wei-
land and Guyonnet 2003).
The loss in resistance of the cell wall observed in Figure 2b may also have occurred due to the elimination 
of part of the hemicellulose, which acts as a binding element between cellulose and lignin.
Cellulose is less affected by thermal treatments, probably due to its semi-crystalline nature (Esteves and 
Pereira 2009). However, as the temperature increases, the amorphous regions are degraded (Lengowski et al. 
2013), causing an increase in the cellulose crystallinity, which decreases in the accessibility to hydroxyl groups 
by water molecules (Bhuiyan and Hirai 2005, Boonstra and Tjeerdsma 2006). This may be one of the causes 
of the reduction of the equilibrium moisture content.
The percentage increase of lignin occurs because this polymer degrades at temperatures higher than the 
polysaccharides (Esteves et al. 2008). The cleavage of the ether linkages, especially β-O-4, leads to the for-
mation of free phenolic hydroxyl groups and α- and β-carbonyl groups (Nuopponen et al. 2005), which are 
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responsible for crosslinking through the formation of methyl groups (Nuopponen et al. 2005, Tjeerdsma and 
Militz 2005). With the reduction of the methoxyl content, new reactive regions in the aromatic ring can lead to 
new condensation reactions (Wikberg and Maunu 2004). 
Physical and mechanical analysis
For equilibrium moisture with the environment, a significant drop was observed after the heat treatment. 
No significant variation was observed in the physical properties of basic density, longitudinal contraction, and 
radial contraction after thermal modification. However, the equilibrium moisture, volumetric contraction, tan-
gential contraction and contraction anisotropy were reduced (Table 2).
Table 2: Physical properties of wood.
UTM = untreated teakwood; TTU = untreated teakwood; SG = specific gravity; EM = equilibrium moisture; VS = volumetric 
shrinkage; LS = longitudinal shrinkage; RS = radial shrinkage; TS = tangential shrinkage; AC = anisotropy of shrinkage;  
ns = no significant difference by the F-test at 5 % confidence; * significant difference by the F-test at 5 % confidence. Values between 
parentheses are the coefficients of variation of the samples.
According to Lima et al. (2009) and Motta et al. (2010), the average density values of teakwood are 
between 670 kg/m3 to 550 kg/m3. Moya et al. (2009) found a wide variation for density of this species in differ-
ent years, ranging from 550 kg/m-3 to 875 kg/m3. Our results are below the values mentioned above, but they 
are in line with those reported by Gonçalvez et al. (2007), who found values for teakwood of Brazilian origin 
between 400 kg/m3 to 470 kg/m3.
A reduction of the basic density of the wood is usually observed after heat treatment (Boonstra et al. 2007, 
Korkut 2008, Esteves and Pereira 2009, Ozsahin and Murat 2017). This was not observed for teakwood under 
our treatment conditions, since there was no significant difference in the basic density of treated and untreated 
wood.
Because it is an organic material, wood tends to absorb water and balance with the moisture of the environ-
ment. As the water vapor occupies the empty spaces between the cells of the wood, causing the dimensions of 
the cell walls to increase, and as a consequence the wood increases in dimension. These changes in dimension 
are anisotropic and are greatest in the tangential direction than radial direction, and least in the longitudinal 
direction (Hill 2006). 
The reduction of equilibrium moisture was 42,40 % in relation to wood without treatment. The reason for 
the decrease in equilibrium moisture is that less water is absorbed by the cell walls after the heat treatment, 
as a result of the decrease of the hydroxyl groups present in the hemicelluloses and in the amorphous regions 
of the cellulose. The inaccessibility of hydroxyl groups occurs due to increased crystallinity of cellulose with 
the heat treatment (Wikberg and Maunu 2004, Bhuiyan and Hirai 2005, Boonstra and Tjeerdsma 2006) and 
consequent decrease in the wood hydrophilic carbohydrates (Santos et al. 2014). This fact was demonstrated 
by Lengowski et al. (2013) who found, while modifying the cellulose crystallinity, that treatments with higher 
temperatures caused an increase in the crystalline index, indicating the removal of amorphous regions that are 
highly hygroscopic. The decrease in equilibrium moisture is also influenced by polycondensation and lignin 
crosslinking reactions (Repellin and Guyonnet 2005, Tjeerdsma and Militz 2005, Boonstra and Tjeerdsma 
2006, Esteves et al. 2008).
The mean values for volumetric contraction of teakwood range from 6,31 % to 5,23%; 0,34% for longi-
tudinal contraction, 1,75 % to 1,88% for radial contraction, and 3,49 % to 4,25% for tangential contraction, 
while the anisotropy coefficient is on the order of 1,99 to 2,27 (Bonduelle et al. 2015, Dias et al. 2018). The 
contractions found in the present work are close to those reported in the literature, but the anisotropy coefficient 
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There was a significant variation in the tangential contraction, causing a reduction of 77,86%. The most 
important index to evaluate the dimensional stability of wood is the coefficient of anisotropy, defined as the 
ratio between tangential and radial contractions (RS/TS) (Durlo and Marchiori 1992). According to those 
authors’ classification, the anisotropy coefficient of the untreated wood was normal wood (1,5≤AC≤2,0) and 
wood after heat treatment has excellent workability (1,2≤AC<1,5).
The increase in dimensional stability of thermally treated wood is due to the decrease in the hygroscopicity 
because of the chemical changes that occur. Tjeerdsma et al. (1998) observed that one of the probable reasons 
for the improvement of the dimensional stability is the loss of the methyl radicals of the guaiacyl and syringyl 
units of lignin, which leads to an increase in the proportion of phenolic groups. These chemical changes lead 
to greater reactivity of lignin, with the formation of several crosslinks, responsible for increasing dimensional 
stability. As the crosslinking increases, the molecule becomes less elastic and the cellulose microfibrils have 
less possibility to expand and absorb water, which explains the decrease in the equilibrium moisture and the 
improvement in the dimensional stability.
Not all mechanical properties were influenced by the heat treatment. For MOR, there was a significant 
drop in the property, from 69,39 MPa to 32,31 MPa, whereas there was no statistical difference in MOE. For 
longitudinal and tangential hardness, significant declines were observed, while in the radial direction this prop-
erty did not change significantly (Table 3).
The mechanical properties most affected by the heat treatment are MOR in flexural strength and impact 
flexion tests (Esteves and Pereira 2009). The reduction of these properties is related to the changes in the 
chemical structures of the wood (Yildiz et al. 2005). However, thermal treatments can increase the modulus of 
elasticity (Esteves and Pereira 2009).
Table 3: Mechanical properties of wood.
UTM = untreated teakwood; TTU = treated teakwood; MOR = modulus of rupture; MOE = modulus of elasticity; ns = no 
significant difference by the F-test at 5 % confidence; * significant difference by the F-test at 5 % confidence.  
Values between parentheses are the coefficients of variation of the samples.
The mechanical properties most affected by the heat treatment are MOR in flexural strength and impact 
flexion tests (Esteves and Pereira 2009). The reduction of these properties is related to the changes in the 
chemical structures of the wood (Yildiz et al. 2005). However, thermal treatments can increase the modulus of 
elasticity (Esteves and Pereira 2009).
There are two theories that explain the increase of the MOE. The first one affirms that the high temperature 
increases the crosslinks of lignin, improving the rigidity around cellulose microfibrils and the resistance of the 
lamella media (Gunduz et al. 2009). The second theory states that the increase in MOE is due to the increase 
in cellulose crystallinity and the reduction of equilibrium moisture (Esteves and Pereira 2009). In the present 
study, the thermal treatment provoked a 50% reduction in MOR without significant increase of MOE.
The undesirable effect of thermal modifications the degradation of some mechanical properties, since 
the wood becomes more brittle with the deterioration of the amorphous polysaccharides (Esteves and Pereira 
2009), causing a decrease in hardness (Unsal et al. 2003, Korkut 2008, Modes et al. 2017). In the present work, 
significant declines of hardness occurred in the longitudinal and tangential section. 
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Color measurements
The heat treatment caused significant reductions in the blue-yellow color coordinate (b *), luminosity 
(L), color saturation (C *) and hue angle (h *), but there was no significant change in the red-green chromatic 
coordinate (a *) (Table 4). The total color variation (ΔE) was 24.11.
For the untreated teakwood, the parameters L, a* and b* were classified as pink color and for the treated 
wood the parameters were in the dark brown pattern (Camargos and Gonçalez 2001).
Table 4: Colorimetric parameters of wood.
UTM = untreated teakwood; TTU = treated teakwood; L = brightness; a * = chromatic coordinate (green - red); b * = chro-
matic coordinate (blue - yellow); C * = color saturation; h * = hue angle; ns = non-significant difference by the F-test at 5 % confidence; 
* significant difference by the F-test at 5 % confidence. Values between parentheses are the coefficients of variation of the samples.
After the heat treatment, a significant reduction of 59.1% in the luminance (L) was observed. This 
darkening has been described in similar studies of teakwood (Lopes et al. 2014, Méndez-Mejías and Moya 
2016) and of other species (Esteves and Pereira 2009, Santos et al. 2014, Bonfatti Júnior and Lengowski 2018, 
Lengowski et al. 2018, Cetera et al. 2019). This loss of luminosity is caused by the chemical compounds 
resulting from the thermal degradation of hemicelluloses (Esteves and Pereira 2009). The decrease in the b* 
coordinate means that the heat treated wood has lower color saturation (C *) than the wood without heat treat-
ment (Santos et al. 2014), and the hue angle (h *) declines since this parameter is calculated as a function of 
the coordinates a * and b * (ASTM 2016).
The total color change (ΔE) was 23,84, considered very appreciable according to the classification pro-
posed by Hikita et al. (2001), making the wood classification change from the pink color standard to the brown 
color of according to the wood color groups proposed by Camargos and Gonçalez (2001). These color changes 
in wood are attributed to the formation of colored compounds after the chemical reactions caused by the heat 
treatment (Chen et al. 2014, Lengowski et al. 2018, Cetera et al. 2019), as well as phenols (Cetera et al. 2019) 
and quinones (Tjeerdsma et al. 1998). Pratiwi et al. (2019) emphasizes a lower photodegradation in the color 
stability after the heat treatment of teakwood, this improvement being justified due to the increase of the lignin 
content formed by condensation during the heat treatment (Ayadi et al. 2013).





Figure 3: Weight loos of wood.
The thermal degradation of the wood can be divided into three temperature ranges. The first region (100 ºC 
to 200 ºC) is related to loss of water and extractives, as well as changes in chemical bonds; the second region 
(200 ºC to 400 ºC), where the greatest decomposition of the macromolecular constituents of wood occurs; 
and the third region (>400 ºC), where the complete degradation of the wood components occurs. A reduction 
in the initial temperature of the thermal degradation bands after the heat treatment of the wood was observed 
(Figure 3).
For treated teakwood, there was a lower initial weight loss (up to 200 °C). In the range of 200 ºC to 300 
ºC, a lower weight loss was also observed for treated wood in relation to the control sample. In the range of 
300 ºC to 350 ºC, there was greater degradation of the wood without treatment, while in the range of 350 ºC 
to 400 ºC treated wood presented the greater degradation. The lowest weight loss for the untreated sample was 
also observed for the other degradation bands (500 ºC to 700 °C). Residual weight was high at 16,29% for the 
control sample and 13,08% for treated wood (Table 5).
Table 5: Weight loss and residual weight of thermally treated teakwood wood.
UTM = untreated teakwood; TTU = treated teakwood.
The untreated sample had greater weight loss compared to the treated sample during the initial heating 
(25ºC to 100 ºC). This temperature range is responsible for the evaporation of bound water in the cell wall, 
which is why the treated wood has less weight loss, since this modification makes the material less hydrophilic, 
and therefore less able to retain water.
Between 100 ºC to 200 ºC, the temperature range where changes occur in the chemical bonds of the con-
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stituents of the wood and evaporation of extractives, there was low weight loss for both samples. Silva et al. 
(2019) and Pereira et al. (2013) also observed a small weight loss in this temperature range when investigating 
wood of Eucalyptus spp. by thermogravimetry.
The degradation of the hemicelluloses begins at 200 ºC (Sjöström 1981) and occurs up to 300ºC (Poletto 
et al. 2012). Therefore, this temperature range is associated with loss of hemicelluloses and beginning of cel-
lulose degradation. The lower weight loss for treated wood in this temperature range compared to untreated 
wood can be attributed to the previous degradation of the hemicelluloses and amorphous cellulose caused by 
the heat treatment.
 In the range of 277 ºC to 397 °C, multiple stages of decomposition occur, such as dehydration and the 
formation of volatile components of cellulose (Ming et al. 2005, Wang et al. 2007). The loss of cellulose mass 
occurs after the degradation of hemicellulose, since the energy required for depolymerization of the cellulose 
chains is higher because it is semi-crystalline (Chaouch et al. 2012).
In both samples, the highest degradation occurred between 300 ºC to 400 °C, a range that characterizes 
cellulose degradation. Faster weight loss was observed between 200 ºC to 350 °C for wood without heat treat-
ment. The possible cause of this difference is the high extractives content of the studied species and partial loss 
of these with the heat treatment. Wood with higher extractives content had accelerated thermal degradation 
compared to wood with lower extractive content (Poletto et al. 2012), due to the volatility of these compounds 
(Mészáros et al. 2007).
In the range of 350 ºC to 400 °C, larger weight loss occurred for treated wood. This can be attributed to 
the predominance of crystalline cellulose after thermal treatment, where amorphous regions have already been 
partially eliminated, since the more organized the cellulose structure is, the more thermally stable wood is 
(Poletto et al. 2012).
Although it is the most thermally stable polymer, lignin does not have a specific degradation tempera-
ture, with rupture starting at 200 °C and continuing to 900 °C (Sjöström 1981, Wang et al. 2007, Pereira et 
al. 2013). The thermal resistance of lignin is linked to the type of precursor, where guaiacyl lignin is the most 
resistant to cleavage at high temperatures (Poletto et al. 2012).
CONCLUSIONS
The results of this study indicate that the heat treatment caused reduction of cell wall thickness, the forma-
tion of cross-fissures and the crystallization of the wax inside the pores. The volatilization of extractives and 
rupture of polysaccharides occurred, in which the hemicellulose was the macromolecular chemical 
component most affected. The equilibrium moisture, volumetric contraction, tangential contraction, 
contraction anisotropy, rupture modulus and longitudinal and tangential hardness were reduced after the heat 
treatment. The color previously classified as pink changed to dark brown. The thermal stability of the wood 
was improved by the heat treatment, which resulted in different behaviors between samples. In the untreated 
wood, the largest weight losses occurred between 25 ºC to 300 ºC and 400 ºC to 500 ºC, while after the heat 
treatment, the larg-est weight losses occurred between 350 ºC to 400 ºC and 500 ºC to 700 ºC. Thermal 
treatment can be used in teakwood to improve physical properties and modify its colorimetric and thermal 
properties, adding value to this wood species.
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